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Broadband Omnidirectional Antenna w/ CBRS

617-3800MHz, 2x N-Female Connector

❖ Omni Antenna covering 617-2700 & 3300-3800 MHz.

❖ Designed for outdoor wireless networks operating in 

the LTE, 4G, 5G and CBRS frequency ranges.

❖ Polycarbonate radome provides extra durability in 

outdoor environments and is ideal for the most 

demanding, mission critical communications.

❖ Antenna includes an adjustable mast mount for 

precise positioning.

Electrical Specifications

Frequency Bands, MHz 617-960 1710-2700 3300–3800

Polarization Vertical

Vertical Beamwidth 70° 50° 50°

VSWR ≤ 2.5 ≤ 2.5 ≤ 2.5

Gain, dBi 3 5 5

Max Input Power per Port, watts 50

Impedance, ohm 50

Mechanical Specifications

Product Dims (Dia x L) 3 x 7.9 in

Input Connector 2x N Female Ports at bottom

Mounting Mast/ Pole; Bracket and hardware included to mount on 1.6-2.0” Pole

Operating Temperature -40 °F to +158 °F

Wind Rating 134 Mph

Product Weight 1.80 lb

Every Ventev antenna is RoHS compliant and covered by company’s 2-year warranty program. Page 1 of 2

Connector Option Product SKU Ventev Part #

N  Female 218490 M3030050O20006
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698-2700MHz 3/5dBi Broadband LTE Omni-directional 

Antenna with N Female Connector

Every Ventev antenna is RoHS compliant and covered by company’s 2-year warranty program. Page 2 of 2
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